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POWERMADD® Hand Guard Mounting K it for  ATVs 
Installation Instructions for  Par t No. 14252 

 
TOOLS REQUIRED:  HARDWARE INCLUDED: 
·  1/8”  Hex Wrench  Qty Description       Qty Description 
·  7/16”  Wrench       1 Bent Aluminum Bracket (Clutch Side)    6 Hex Nut  
·  5/16”  Wrench     1 Bent Aluminum Bracket (Brake Side)    2 Square Nut  

  2 Steel Straps        12 Lock Washer 
  2 ¼-20 Screw        2 #10-24 Screw 

 
READ ALL INSTRUCTIONS CAREFULLY PRIOR TO INSTALLATION! 
 
NOTE:  PowerMadd’s ATV kit comes with two pre-bent aluminum 
brackets which will angle the hand guards away from the end of the 
handlebars to allow room for both the clutch and the brake lever.  The 
brackets can be mounted over the top or underneath of the perch and 
lever, but both brackets must be mounted on top or both mounted 
underneath.  We recommend installing them so they go underneath the 
perch and lever, but you can decide which works best for you. 
 
CLUTCH SIDE BRACKET 
 

NOTE:  On most ATVs you will have to move the clutch perch over to 
create a gap between the perch and choke to mount the bracket.  On some 
models the bracket may work on the other side of the perch. 
 

STEP  5: Insert a strap on the handlebar in between the clutch 
perch mount and the grip.  Any wires should go 
outside the strap and bracket. 

 

STEP  6: Attach the bracket (which angles towards the front 
tire) to the strap by inserting the short button head 
screw in a couple of threads.   

 

STEP  7: Insert the long hex head screw through the bracket and 
the strap and hold the square nut in place as you 
tighten the screw a couple of threads.  This screw is 
used to adjust the tension of the strap to achieve the 
desired tightness of the bracket. 

 

STEP  8: Once both screws have been started, completely 
tighten the short screw with a 1/8”  hex wrench.  Then 
tighten the adjustment screw enough that you have to 
tap on the bracket to pivot it on the handlebar. 

 
THROTTLE SIDE BRACKET 
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NOTE:  Many ATVs have a tab that protrudes from the throttle assembly which spaces the brake perch an exact 
distance from the throttle (see picture).  This is to speed up assembly at the factory and can be removed.  You can either 
move the perch over, or use a saw or grinder to remove the tab from the 
throttle assembly to create enough room for the hand guard bracket.  On 
some models the bracket may work on the other side of the perch. 
 

STEP  1: Insert a strap on the handlebar in between the throttle 
assembly and the front brake perch mount.   

 
STEP  2: Attach the bracket  (which angles towards the front 

tire) to the strap by inserting the short button head 
screw in a couple of threads.   

 
 
STEP  3: Insert the long hex head screw through the bracket and 

the strap and hold the square nut in place as you 
tighten the screw a couple of threads.  This screw is 
used to adjust the tension of the strap to achieve the 
desired tightness of the bracket. 

 
STEP  4: Once both screws have been started, completely 

tighten the short screw with a 1/8”  hex wrench.  Then 
tighten the adjustment screw enough that you have to 
tap on the bracket to pivot it on the handlebar. 

 
HAND GUARD MOUNTING 
 

STEP  9: The 4 pictures below show the options for moving the 
hand guards right or left.  Hold the hand guards up to 
the mounted brackets to decide which hand guard 
mounting position you prefer.  Also decide which of 
the two bracket holes you will use.  Some motorcycles 
have the clearance to use the hole that is closer to the 
handlebars which will in turn move the hand guard 
closer to your hands. 

 

    
 
STEP 10: Attach the hand guards to the brackets with the ¼-20 screws, nuts and lock washers 

provided.  You must use a lock washer between every mating surface, for example:  
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between the hand guard tab and the bracket, between the hand guard tab and nut, and 
between the bracket and nut. 

 

HELPFUL HINT:  Use a small ratchet to thread the ¼-20 screw through the hand guard tabs and 
hardware components.  Also, you can spread the tabs apart to make inserting the washers 
and nuts easier by applying pressure to straighten the hand guard’s backbone. 

 

STEP 11: Tighten all of the ¼-20 nuts just enough so you can pivot the hand guard to adjust its 
position.  Then pivot both the brackets and the hand guards to achieve the desired position. 

 

STEP 12: Finish tightening the adjustment screws on both brackets, so you have to apply a lot 
pressure to the bracket to pivot it.  You want them tight enough that they won’ t move if 
you land hard or hit a big bump, but you don’ t want them so tight that they won’ t rotate if 
the motorcycle was to crash. 

 

STEP 13: Tighten all of the ¼-20 nuts from STEP 9 very tight.  The lock washer needs to imbed into 
both the aluminum bracket and the tabs of the hand guard.  These nuts may need to be 
retightened after the first use due to the plastic of the hand guard taking an initial 
compression set.  If you have troubles with the guard loosening up, use Loctite on each nut. 

 
LIMITED WARRANTY 

POWERMADD warrants this product to be free from defects in material and workmanship under use for the purpose it was 
intended.  POWERMADD shall not be liable for damage or injury caused by defective materials or workmanship. 
POWERMADD may elect to repair or replace this product, but is the sole judge of any defects in their product.  This warranty 
does not cover any labor costs to remove or reinstall this product and is effect for one year from the original purchase date. 
 
 


