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POWERMADD® Spare Oil &  Storage 
Mounting Instructions for : Polar is S.O.S. Par t No. 14805 &  14807 

                                                                                             
 
HARDWARE INCLUDED: 
Item Qty Description 
  1   1 Polaris S.O.S. 
  2   1 ¼-20 Phillips Screw 
  3   1 ¼-20 Lock Nut 
  4   1 Rubber Strap 
 
 
 
 
 
 
 
 
 
Mounting Options:  PowerMadd’s Polaris S.O.S. is designed to mount to the footrest on the 
clutch side of all Polaris sleds built with the Edge or Gen II chassis. 
 
 
Step 1: On the clutch side of the engine compartment, remove the nut that secures the 

bumper to the footrest, keeping the nut. 
 
Step 2: Install the S.O.S. through the bumper bolt, and reinstall the original nut.  Tighten the 

nut, making sure the lower bent tab on the S.O.S. is snug against the footrest. 
 
Step 3: Using a 5/16”  drill bit, use the hole in the lower tab of the S.O.S. as a guide to drill 

into the footrest.  Install the nut and bolt provided through this hole by pushing the 
bolt up through the footrest, and securing it with the nut inside the engine 
compartment. 

 
 

LIMITED WARRANTY 
POWERMADD warrants this product to be free from defects in material and workmanship under use for the purpose it was 
intended.  POWERMADD shall not be liable for damage or injury caused by defective materials or workmanship. 
POWERMADD may elect to repair or replace this product, but is the sole judge of any defects in their product.  This 
warranty does not cover any labor costs to remove or reinstall this product and is effective for one year from the original 
purchase date. 
 
 


